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CONTRACTOR CERTIFICATION STATEMENT

THIS CERTIFICATION STATEMENT IS PART OF THE STORM WATER POLLUTION PLAN FOR THE PROJECT

DESCRIBED BELOW IN ACCORDANCE WITH NPDES PERMIT NO.ILR1O___ , ISSUED BY THE TLLINOIS
ENVIRONMENTAL PROTECTION AGENCY ON

ROUTE: MARKED: BUFFALO GROVE ROAD

SECTION: PROJECT NO.:

COUNTY: __ LAKE CONTRACT NO.

[ CERTIFY UNDER PENALTY OF LAW THAT [ UNDERSTAND THE TERMS OF THE GENERAL NATIONAL POLLUTANT
DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT THAT AUTHORIZES THE STORM WATER DISCHARGES
ASSOCTATED WITH INDUSTRIAL ACTIVITY FROM THE CONSTRUCTION SITE IDENTIFIED AS PART OF THIS
CERTIFICATION.

STGNATURE DATE

TITLE

NAME OF FIRM

STREET ADDRESS

CITY, STATE, ZIP

PHONE NUMBER

1:Nlakeco\0220113\draw\sheets\swppp-2.dgn

NOTE:  THE ABOVE BOXED IN AREA SHALL BE FILLED OUT BY THE CONTRACTOR AFTER THE AWARD OF THE

CONTRACT TO OBTAIN THE REQUIRED NPDES PERMIT FROM IEPA. THIS IS A REQUIREMENT FOR THIS CONTRACT.

B | section | county | JOIALISHEE

RTE. SHEETS| ™ NO.
2666[00-00254-01-BR|  LAKE 70 | 17
STA. TO STA.

FED. ROAD DIST. NO.  [ILLINOIS | FED. AID PROJECT

PROJECT NO. BHM-8003(213)
CONTRACT NO. 83875

SMC SEDIMENTATION AND EROSION CONTROL NOTES

1. SOIL DISTURBANCE SHALL BE CONDUCTED IN SUCH A MANNER AS TO MINIMIZE EROSION. SOIL STABILIZATION MEASURES
SHALL CONSIDER THE TIME OF YEAR, SITE CONDITIONS AND THE tJSE OF TEMPORARY OR PERMANENT MEASURES.

. SOIL EROSION AND SEDIMENT CONTROL FEATURES SHALL BE CONSTRUCTED PRIOR TO THE COMMENCEMENT OF HYDROLOGIC
DISTURBANCE OF UFLAND AREAS.

. DISTRUBED AREAS sSHALL BE STABILIZED WITH TEMPORARY OR PERMANENT MEASURES WITHIN 14 CALENDAR DAYS OF THE END
OF ACTIVE HYDROLCGIC DISTURBANCE, OR REDISTURBANCE.

AREAS OF EMBANKMENTS HAVING SLOPES GREATER THAN OR EQUAL TO 3H:1V, AND APPROVED BY THE ENFORCEMENT
OFFICER, SHALL BE STABILIZED WITH SOD, MAT OR BLANKET IN COMBINATION WITH SEEDING.

EROSION CONTROL 3LANKET SHALL BE REQUIRED ON ALL INTERIOR DETENTION BASIN SIDE SLOPES BETWEEN NORMAL WATER
LEVEL AND HIGH WATER LEVEL.

ALL STORM SEWERS THAT ARE OR WILL BE FUNCTIONING DURING CONSTRUCTION SHALL BE PROTECTED, BY AN APPROPRIATE
SEDIMENT CONTROL MEASURE.

ALL TEMPORARY ERCSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED WITHIN 30 DAYS AFTER FINAL SITE STABILIZATION
IS ACHIEVED OR AFTER THE TEMPOARY MEASURES ARE NO LONGER NEEDED.

ALL TEMPORARY ANDC PERMANENT ERCSINO CONTROL MEASURES MUST BE MAINTAINED AND REPAIRED AS NEEDED. THE PROPERTY
OWNER SHALL BE ULTIMATELY RESPONSIBLE FOR MAINTENANCE AND REPAIR.

. A STABILIZED MAT OF AGGREGRATE UNDEZRLAIN WITH FILTER CLOTH (OR OTHER APPROPRIATE MEASURE) SHALL BE LOCATED AT
ANY POINT WHERE TRAFFIC WILL BE ENTERING OR |.LEAVING A CONSTRUCTION SITE TO OR FROM A PUBLIC RIGHT-OF-WAY, STREET,
ALLEY OR PARKING AREA SHALL BE REMOVED BY SCRAPING OR STREET CLEANING AS ACCUMULATIONS WARRANT AND TRANSPORTED
TO A CONTROLLED SEDIMENT DISPOSAL AREA.

10.S0IL STOCKPILES SHALL NOT BE LOCATED IN A FLOOD PRONE AREA OR A DESIGNATED BUFFER PROTECTING WATERS OF THE UNITED
STATES OR ISOLATED WATERS OF LAKE COUNTY.

11.IF DEWATERING SERVICES ARE USED, ADJOINING PROPERTIES AND DISCHARGE LOCATIONS SHALL BE PROTECTED FROM EROSION,
DISCHARGES SHALL BE ROUTED THROUGH AN EFFECTIVE SEDIMENT CONTROL MEASURE (e.g. SEDIMENT TRAP, SEDIMENT BASIN, OR
OTHER APPROPRIATE MEASURE.

12.THE EROSION CONTROL MEASURE INDICATED ON THE PLANS ARE THE MINIMUM RECQUIREMENTS. ADDITIONAL MEASURES MAY BE
REQUIRED, AS DIRECTED BY THE ENGINEER OR GOVERNING AGENCY.
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